Electric Field Strength
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Facility ID; 122557 226
Application I1D: 454487
CDBS Antenna System |D: 68132
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0 166. 27 183. 33

5 176. 92 194. 01
10 188. 97 206. 16
15 193. 40 210. 64
20 188. 58 205.76
25 178. 94 196. 04
30 173. 47 190. 55
35 181. 69 198. 81
40 206. 97 224. 41
45 245. 69 263. 97
50 293. 03 312.73
55 346. 89 368. 50
60 408. 41 432. 47
65 481. 49 508. 65
70 572.03 603. 23
75 687. 07 723.59
80 833. 65 877.12
85 1017. 32 1069. 65
90 1240. 77 1304. 01
95 1502. 98 1579. 13
100 1798. 90 1889. 67
105 2119. 61 2226. 29
110 2453. 00 2576. 25
115 2784. 64 2924. 41
120 3098. 97 3254. 40
125 3380. 35 3549. 81
130 3614. 32 3795. 45
135 3788. 48 3978. 30
140 3893. 38 4088. 43
145 3923. 02 4119. 55
150 3875. 25 4069. 40
155 3751. 84 3939. 83
160 3558. 37 3736.71
165 3303. 93 3469. 58
170 3000. 54 3151. 07
175 2662. 45 2796. 13
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o 180  2305.19 2421.10
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The theoretical patternis used to create the 190 1595. 66 1676. 37
i i 195 1271. 56 1336. 31
standard pattern. Alljgmentgt'lons '(If any) expand 300 6487 33 1033 47
the standard pattern in specn‘led directions. See 205 736. 73 775. 59
Sections 73.150 and 73.152 of the FCC’'s Rules. 210 537.35 566. 98
e
AM coverage may not mirror the pattern shown 225 220. 85 238. 55
here. Additional factors such as ground 230 197. 34 214.62
conductivity or skywave propagation affect how %28 %%% gg %%g gg
far the AM signal will travel. 245 245. 09 263. 36
250 279.91 299. 19
Patterns for stations outside the USA are based on %28 %g 98 §§8 32
notified parameters. 265 394. 23 417.71
575 43005 455 o5
AM directional patterns created before 1982 used 280 423, 49 448. 17
units of 2 mV/m at 1 mile, not one kilometer. The 285 396. 37 419. 93
pattern values on such plotsat 1 mile will be %gg gg% ?g gzg 8%
0.62137 of the values listed here. Measured 300 245. 93 264. 22
pattern values may vary from values shown here. 3(1)8 %%g % %29 gg
, _ 315 265. 41 284. 24
Plot is best printed on 11" by 17" or larger paper. 320 304. 22 324. 29
325 330. 29 351. 29
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